
A - Remove porch step and 41-1/2' of concrete walk.  Prepare and compact gravel.
     Drill porch to accept #3 rebar. Epoxy #3 rebar into existing porch every 12" and
     pour a 84' x 108" x 16 1/4" high concrete pad and 32 1/2" x 6' wide ramp with a 1:20 slope.
     Install steel hand rails on both sides of ramp and end of ramp, also install hand rails
     around existing concrete porch.  Finish concrete  with broom finish.

B - Remove existing concrete walk, compact gravel base and install new 60" x 72" concrete
      walk.  Broom finish.  Caulk joints and where concrete meets asphalt.

C- Remove porch rail and install a 21-1/4' x 5' wide ramp with a 20:1 slope.  Connect Ramp to
     existing side walk with a 5' wide concrete  pad.  Pad should be approximately  4" thick. Broom finish concrete

D- Remove existing concrete pad.  Prepare new concrete pad area with compacted gravel
     base and pour a 72" x 60"  concrete pad.  Broom finish.  See COR for exact location.

E-  Remove existing concrete ramp, rails and pad at door. Install new concrete pad 72" x 60"
     x 15" thick and a ramp 5' x 25' with a 1:20 slope and new handrails.  Broom finish concrete.

V-  Remove existing rails, brick wall, concrete top, steps and pad at bottom of step.  Use
     shoring to support earth.  Form new concrete wall and pad at bottom using rebar.  See
     detail F1 - sheet G005 for sizes.  When pouring concrete wall, rub and brush wall for acceptable finish.
     See COR for recommendation on finish.  Form and pour 13 step, 10 1/2" x 7" x 36"
     Fill in and compact earth behind wall and seed.

G - Repair existing brick steps.  Replace all broken or damaged brick.  Submit brick/shop dwgs for
      approval prior to use.  Check and tuck point all other brick in porch.

H - Repair curb, caulk and paint as directed by COR.

 I - Repair Steps and any damaged handrails.

J - Remove existing section of handicapped concrete walk.  Pour new handicapped
     accessible walk.  See typical detail. Caulk all joints.  Broom finish concrete.

K - Remove existing concrete section and pour new 57" x 58-1/2" concrete pad.  Caulk
     all joints.  Broom finish concrete.

L - Remove existing concrete section and curb.  Place new handicap accessible concrete
     walk and curb.  Seet typical sidewalk detail - sheet G005. Caulk all joints.  Broom finish concrete.

M - Remove existing Concrete side walk and pour new concrete walk.  Saw cut control
      joints.  Caulk all joints.  Broom finish concrete.

N - Form and pour new concrete sidewalk with 4" gravel bed compacted.  84" x 60" x 4".  Saw
     cut control joints.  Caulk joints.  Broom finish concrete.

O - Form and pour new concrete sidewalk with 4" gravel base compacted.  516" x 60" x 4"  Saw cut
      control joints.  Caulk joints.  Broom finish concrete.

P - Remove existing handicap accessible side walk and pour new handicap accessible
      sidewalk.  See typical sidwalk detail - sheet G005.  Caulk joints.  Broom finish concrete.

Q - Remove existing handicap asphalt and concrete sidewalk and pour new handicap
      accessible sidewalk, 70" x 96".  Caulk joints.  Broom finish concrete.

R - Saw cut concrete section 72' x 63" and remove.  Leave U-shaped bollard.  Pour new 72"
      x 63" concrete section.  Caulk joints.  Broom finish concrete

S - Remove concrete section 96' x 73".  Leave U-shaped bollard.  Pour new 96" x 73"
     concrete section.  Caulk joints.  Broom finish concrete.

T - Remove existing Concrete section 8' x 31'. Compact gravel base and  pour new 8' x 31' x 8"
     concrete section. Saw cut control joints.  Caulk all joints  See detail T1 - sheet G005.  Broom finish concrete.

U - Remove existing concrete stairs, hand rails and metal treads.  Clean metal treads and
     straighten for reuse.  Form and pour new stairs and landing.  Stairs consist of 33 steps,
      72" x 12 1/2" x 6" high and one landing  72' x 59".  Install new handrails.  Caulk joints where
      new steps meet existing concrete sidewalk.  See detail U1.  Broom finish concrete.
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F - Remove section of concrete walk and curb and pour new handicap accessible sidewalk.
      Caulk all joints.  See COR for exact location of sidewalk to remove.  Broom
      finish concrete.

W - Remove steps and concrete walk.  Drill into existing concrete porch slab and epoxy # 3 x
      18" rebar 8" into slab every 12".  Form  and pour 12" wide x 8" deep footers to concrete
      walls.  Form and pour two - 8" thick x 28" high x 96" long concrete walls and one - 8" x
      28" x 81" long concrete wall to bottom of existing concrete slab.  Wall to be poured
      continuously.  Once wall has been poured, fill interior to top of wall with dirt, rock and
      gravel and compact.   After fill has been compacted, form and pour concrete slab level to
      top of existing concrete slab.  Broom finish concrete.  Slab dimensions are 96" long x 97"
      wide.  Form and pour steps 60" wide with 11-1/2" x 7" rise.  Approximately 3 steps.
      Broom finish concrete.  Install hand rails around concrete slab and down both sides of
      steps.  Reroute downspout to adjacent downspout.  See COR for routing
      recommendation.
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1 - Contractor to caulk all joints.

GENERAL NOTES

2 - Contractor to install control joints in new sidewalks.

M


